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BACKGROUND 
 
· EU directive 91/157/EEC came into force on 18th March 1991. 
· Sweden as a world leader in protection of the environment 

enforced the rules governing safe transportation and recycling 
of Environmentally Dangerous Goods 

· Used car batteries are rightly classified as Environmentally 
Dangerous Goods. 

· Responsibility for safe recycling of car batteries is shared by 
many organisations including vehicle parts wholesalers and 
retailers, local government, specialist recyclers plus, of 
course, owners of spent batteries. 

· In Sweden the purchaser of a new battery pays a deposit, 
partly refunded when the spent battery is returned to the   
supplier.  The recycler receives the balance of the deposit. 

· The heavy weight and corrosive contents of spent batteries 
make their handling especially hazardous. 

· Swede Rehandling found just two types of containers really 
suitable for safe handling of spent car batteries; those made 
from acid resistant stainless steel and from HDPE. 

· Stainless steel is very expensive�� 
�
SPECIFICATION 
 
· Pallet based leak-proof container which is heavy duty but light 

weight. 
· The container needs to be easily moved by fork lift and hand 

pallet trucks. 
· To be stackable 6 high in storage and 2 high in transit as well 

as fitted with a lockable lid which is removable before the  
container is tipped. 

· To safely hold up to 700Kg in each container. 
· Able to withstand harsh climatic conditions, absorb robust 

handling, be UV resistant and impervious to the hazardous 
contents of car batteries from -40 to + 60oC. 

· Suitable for empty distribution all over the country, be easily 
identifiable and have a life expectancy of 10 years. 

· The container itself to be fully recyclable. 

 
 
 



����������������	�
��
������
����

 
THE DOLAV BATTERY BOX – THE SOLUTION 
 
· 1200 x 800 x 740mm with attached lid, hinges and locking  
     system. 
· Tare weight:  36Kg.� 
· Volume:  500 litres. 
· Maximum load per container:  700Kg. 
· Safe static stacking:  6 high 
· Safe dynamic stacking:  2 high.  
· Temperature range:  -40 to +60oC. 
· 4 way entry for easy mechanical handling including tipping. 
· Company logo and other information printed on each  
     container. 
 
· In Sweden the standard footprint is 1200 x 800mm but in 

other markets Dolav supplies containers with other base     
dimensions including the latest 1200 x 1000mm footprint ACE 
model which, when fitted with 3 integral runners will hold up to 
900Kg allowing  a x 2 safety factor at 23oC. 

 
THE TEST OF TIME 
 
Dolav Battery Boxes have been used for more than 15  years 
in every stage of the car battery recycling process . 
 
 
 

 

 

 

 
 
 
 

DOLAV UK LIMITED 
P O BOX 73, THETFORD, NORFOLK, IP25 7XZ 
 
TEL:    +44(0) 1953 889562 
FAX:    +44(0) 7912 271151 
EMAIL:  maria@dolav-uk.co.uk    
WEB:    www.dolav-uk.co.uk 

 
 
 
 

DOLAV IRELAND LIMITED 
2 BROADMEADOWS ROAD, SWORDS, CO. DUBLIN 
 
TEL:    +353(0) 1 8402354      
 FAX:    +353(0)  87 2578321  
EMAIL:  kieran.barry@dolav-ireland.ie 
WEB:    www.dolav.com 
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